Proppant Specification  

	Mesh


	Item
	Sieve Size

(mm/mm)
	Bulk Density

(g/cm3)
	Apparent Density

(g/cm3)
	Crush Resistance
	Roundness

(1max)
	Sphericity

(1max)
	Turbidity
(NTU)
	Acid Solubility (12% HCl +3%HF)

(%)

	
	
	
	
	
	25Mpa

7500PSI

(%)
	69Mpa

10000PSI

(%)
	86Mpa

12500PSI

(%)
	100Mpa

15000PSI

(%)
	
	
	
	

	6/12
	6/12-A
	3.55/1.70
	≤1.95
	≤3.45
	≤20
	
	
	
	≥0.85
	≥0.85
	≤80
	≤5

	8/16
	8/16-A
	2.36/1.18
	≤1.95
	≤3.45
	≤20
	≤25
	
	
	≥0.85
	≥0.85
	≤80
	≤5

	10/16
	10/16-A
	2.00/1.40
	≤1.95
	≤3.45
	≤18
	≤25
	
	
	≥0.85
	≥0.85
	≤80
	≤5

	12/18
	12/18-A
	1.70/1.00
	≤1.95
	≤3.45
	≤15
	≤20
	
	
	≥0.85
	≥0.85
	≤80
	≤5

	12/20
	12/20-A
	1.70/0.85
	≤1.95
	≤3.45
	≤17
	≤20
	
	
	≥0.85
	≥0.85
	≤80
	≤5

	16/20
	16/20-A
	1.18/0.85
	≤1.95
	≤3.45
	
	≤15
	≤20
	
	≥0.85
	≥0.85
	≤80
	≤5

	16/30
	16/30-A
	1.18/0.60
	≤1.95
	≤3.45
	
	≤10
	≤15
	
	≥0.85
	≥0.85
	≤80
	≤5

	
	16/30-B
	1.18/0.60
	≤1.80
	≤3.35
	≤12
	≤18
	
	
	≥0.85
	≥0.85
	≤80
	≤6

	20/40
	20/40-AA1
	0.90/0.45
	≤2.40
	≤3.60
	
	
	≤6
	≤9.5
	≥0.85
	≥0.85
	≤80
	≤5

	
	20/40-A1
	0.90/0.45
	≤1.90
	≤3.40
	
	≤5
	≤9
	
	≥0.85
	≥0.85
	≤80
	≤5

	20/40
	20/40-AA
	0.85/0.425
	≤2.40
	≤3.60
	
	
	≤5
	≤8.5
	≥0.80
	≥0.85
	≤80
	≤5

	
	20/40-A
	0.85/0.425
	≤1.90
	≤3.40
	
	≤4
	≤8
	
	≥0.85
	≥0.85
	≤80
	≤5

	30/50
	30/50-B
	0.60/0.30
	≤1.80
	≤3.35
	
	≤4
	≤8
	
	≥0.80
	≥0.80
	≤80
	≤6

	40/60
	40/60-B
	0.425/0.25
	≤1.80
	≤3.30
	
	≤3.5
	≤6
	≤10
	≥0.80
	≥0.80
	≤100
	≤7

	40/70
	40/70-B
	0.425/0.212
	≤1.80
	≤3.30
	
	≤3.5
	≤6
	≤10
	≥0.80
	≥0.80
	≤100
	≤7

	70/140
	70/140C
	0.212/0.106
	≤1.70
	≤3.30
	
	≤3
	≤6
	≤10
	≥0.80
	≥0.70
	
	≤8


NOTE： AA: 1.95~2.40 g/cm3   A 1.81~1.95 g/cm3   B 1.70~1.80 g/cm3   C ≤1.70 g/cm3  
